


STEP THREE:
CLEAN FORKS
A. clean all used for oil from

 stanchion tubes and lower

 sliders. 

b. use solvent and a long soft

 bore brush to remove metallic

 oil film.

c. use suspensions cleaner to

 remove any oily residue.

d. dry all parts with compressed air. 

DO NOT  TAMPER WITH THE SCHRADER VALVE ON TOP OF CAP!
warning

STEP FOUR: SET PRELOAD
FOR LEGEND CARTRIDGE
A. refer to the preload setting chart (based on

 rider and gear weight) on the back cover of this

 install guide.

B.  use an allen wrench to loosen the set screw

 on the preload adjuster.  Figure E.

c. use the recommended number of turns from the

 chart and thread your preload adjuster towards

 the spring. preload adjuster is set at zero , one

 full turn is indicated by set screw aligning with “flat.” 

d. important: line the set screw up with the “flat” that is
 machined in the shaft, and re-tighten the set screw
 when complete.

STEP SIX: ADDING OIL AND BLEEDING
A. refer to the oil volume chart on the back cover of

 this install guide for the amount of oil to add per

 fork.   important:  the amount of oil added insures
 the hydraulic bump stop will function correctly.

B. pour oil in top of tube, you will need to pump the

 stanchion a few times while doing this to let oil

 drain down into tube.  Figure G.

C.   once recommended amount of oil has been added,

 pump the stanchion up and down several times to

 make sure you have the oil into the lower part of

 the slider.

D. after bleeding the forks, slide the stanchion up

 and thread onto the  fork cap.

E.  tighten the fork cap to 25 ft. lbs.

STEP SEVEN: INSTALL FORKS
A. once forks are completely assembled

 re-install them onto your motorcycle.

 follow the manufacturers’ torque specs

 for safety.
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STEP FIVE: REASSEMBLE AND INSTALL
A. secure lower slider in tube vise and drop the tlc collar

 in with cup facing up.   Figure E

B. pre-lube and install the new bushing on stanchion tube

 and pre-lube bushing and tube with fork oil.

C. pre-lube the lower slider and insert the stanchion tube

 into  the lower slider...carefully, lower it all the way down.

d. pre-lube and install the lower slider bushing (requires

 installing tool).

E. install the steel spacer and rubber seal (requires

 installing tool).

F. install retaining ring.

g.  drop provided top out spring into top of tube.  Figure F

H. lower the legend axeo cartridge into the tube, making

 sure its’ lower rod inserts into the tlc collar alignment

 cup.

i. re-install the lower allen bolt and copper sealing washer

 with a small amount of loctite on the threads.

J. hold cartridge by hand while tightening the lower allen bolt

 to 15 ft. lbs. for a 8mm bolt (41 mm) and 28 ft. lbs. for a 14mm bolt (49mm).

 

warning it’s extremely important that you measure and verify the distance between the top of front
fender and the lowest part of the triple camp/bracket assembly to know what travel limit you
need.  Follow these pre-assembly steps:

1.   install tlc collars into the lower fork legs and reassemble upper and lower tubes

2. do not install cartridges at this time

3. insert fork legs into triple clamps, set tube heights and tighten pinch bolts

4.  install front fender

5.  compress forks by hand slowly until the forks bottom out against the travel limiters

6.  verify fender to clear all front end components (may need to slightly adjust tube heights in

     triple clamps - 49 mm only

7.  once adequate clearance is confirmed then the cartridges can by installed in the fork legs

* axeo 21/23” kits must be used in hd-oem stanchion tube lengths. see chart on back cover

* axeo 21/23” kits can be used with arlen ness “hot legs” or hd-oem lower sliders

ATTENTION AXEO23 ONLY : installing the AXEO23 requires the separate purchase of

arlen ness 7&7 raked trees for flt models:

arlen ness #: 20-389/drag #: 0408-0317 for 2014+ models

arlen ness #: 20-378/Drag #: 0408-0316 for 97-2013 models
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STEP ONE: FORK REMOVAL
A. properly support your motorcycle then

 remove stock forks from motorcycle,

 consult with an experienced technician

 before removal if needed.  figure A.  

STEP TWO: DISASSEMBLY
A. secure forks in a fork vice or soft clamp

 to eliminate scratching on stanchions

 (upper tubes).

B. use an impact wrench to remove the lower

 allen bolt.  figure B.

C. let the oil drain out and pump fork several

 times to remove all original oil.

D.  with fork still in vice, remove top fork cap.
   warning:  be extremely careful when removing
   the cap, it is under high spring pressure and
   may cause injury.  figure C.

E. dump all stock components out of forks.

F. return the assembly to the vise, clamping on the lower

 slider and remove retaining ring from top of lower slider,

 then remove the stanchion tube with bushing/spacer/seal.

G. remove old bushings and seals from tube before cleaning.

H. it’s highly recommended to replace tube bushings and lower

 slider bushings and seals and not re-use the old ones. 

Figure B

Figure A

PARTS INCLUDED:

(2) - axeo cartridges
(1) - fork oil, one quart
(2) - travel limit cup 
(2) - rebound springs

Figure C


