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2009-2022 HARLEY-DAVIDSON
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EXTERNAL MOUNT INSTALL
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English
Please scan the QR code to access product install guides and 
warranty in your selected language.

French
Veuillez scanner le code QR pour accéder aux guides 
d’installation et à la garantie du produit dans la langue de 
votre choix.

Spanish
Escanee el código QR para acceder a las guías de instalación 
del producto y a la garantía en el idioma seleccionado.

Italian
Scansionare il codice QR per accedere alle guide di 
installazione del prodotto e alla garanzia nella lingua 
selezionata.German

Bitte scannen Sie den QR-Code, um auf 
Produktinstallationsanleitungen und die Garantie in der von 
Ihnen ausgewählten Sprache zuzugreifen.

Please scan the QR code to 
access product install guides 
and warranty in your selected 
language.
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Step Two
Note 1:  If the motorcycle is equipped with a fixed tour-
pak or a 4-point docking hardware kit (mounting 
points for tour-pak, passenger backrest, or luggage rack)
the high mounts must be used (Figures A & C).  When 
using the high mounts, position the clamps on the reservoirs
to ensure the tour pack, back rest, and/or rear rack clear 
the reservoirs.  If not equipped with docking hardware,
the low mounts can be used (Figures B & D).

a.  Install mounting brackets using the supplied 5/16” x
     1 5/8“ screws, and corresponding spacers.  When 
     using the high mounts, the left and right mounts 
     must be oriented with the bent tab facing outward
     on the motorcycle (Figure A).  When using the
     low mounts, the threaded holes must be oriented 
     towards the inside of the motorcycle (Figure B).
b.  Install the clamp around the reservoir, wrap hose
     around to form a loop, (Figure C & D) and use the 
     supplied 10-32 x 1 1/2” SHCS screws to fasten the 
     reservoir clamps to the mounting brackets.
c.  Install the hose band clamp around the hose and
     fasten to motorcycle with the front 5/16” x 1 5/8” 
     mounting bracket screw. (Figure C & D).

Note 2:  Make sure the hose is not too tight between
the hose band clamp and the shock, to allow for 
movement as the shock compresses.  Check that
the hose does not have any sharp bends and will
not rub on any sharp edges, brake rotor, or belt.

  
 

FIGURE A 
HIGH MOUNT-W/ TOUR-PAK 
W/ DOCKING HARDWARE KIT

1. Step One:
a.  Install shocks according to
      the shock installation instructions. 

2.

FIGURE C

FIGURE D

LOW MOUNT- NO TOUR-PAK 
NO DOCKING HARDWARE KIT

FIGURE B

2021-2022 H-D TOURING MODELS



FIGURE A 
HIGH MOUNT-W/ TOUR PACK 
W/ DOCKING HARDWARE KIT
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2.

Step One:
a.  Install shocks according to
      the shock installation instructions. 

FIGURE B
LOW MOUNT-NO TOUR-PAK 

NO DOCKING HARDWARE KIT

Step Two
Note 1:  If the motorcycle is equipped with a fixed tour-
pak or a 4-point docking hardware kit (mounting 
points for tour-pak, passenger backrest, or luggage rack)
the high mounts must be used (Figures A & C).  When 
using the high mounts, position the clamps on the reservoirs
to ensure the tour pack, back rest, and/or rear rack clear 
the reservoirs.  If not equipped with docking hardware,
the low mounts can be used (Figures B & D).

a.  Install mounting brackets using the supplied 5/16” x
     1 5/8“ screws and corresponding spacers.  When 
     using the high mounts, the left and right mounts 
     must be oriented with the bent tab facing outward
     on the motorcycle (Figure A).  When using the
     low mounts, the threaded holes must be oriented 
     towards the inside of the motorcycle (Figure B).
b.  Install the clamp around the reservoir, wrap hose
     around to form a loop, (Figure C & D) and use the 
     supplied 10-32 x 1 1/2” SHCS screws to fasten the 
     reservoir clamps to the mounting brackets.
c.  Install the hose band clamp around the hose and
     fasten to motorcycle with the front 5/16” x 1 5/8” 
     mounting bracket screw. (Figure C & D).

Note 2:  Make sure the hose is not too tight between
the hose band clamp and the shock, to allow for 
movement as the shock compresses.  Check that
the hose does not have any sharp bends and will
not rub on any sharp edges, brake rotor, or belt.

  
 

FIGURE C

FIGURE D

2014-2020 H-D TOURING MODELS



FIGURE A 
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Step One:
a.  Install shocks according to
      the shock installation instructions. 

Step Two
Note 1:  On 2009-2013 models, the only approved 
reservoir mounting configurations are the standard
mounts that are provided with the shocks and the 
low mounts (Figure A) that are included in this kit.  
If the motorcycle is equipped with a fixed tour-pak 
or a 4-point docking hardware kit (mounting points 
for tour-pak, passenger back rest, or rear rack) the 
high mounts are not compatible and will not be able 
to be used.

a.  Install mounting brackets using the supplied 5/16” x
     1 5/8“ screws and corresponding spacers.  The 
     threaded holes must be oriented towards the inside 
     of the motorcycle (Figure A).
b.  Install the clamp around the reservoir, wrap hose
     around to form a loop, (Figure A & C) and use the 
     supplied 10-32 x 1 1/2” SHCS screws to fasten the 
     reservoir clamps to the mounting brackets.
c.  Install the hose band clamp around the hose and
     fasten to motorcycle with the front 5/16” x 1 5/8” 
     mounting bracket screw. (Figure C & D).

Note 2:  Make sure the hose is not too tight between
the hose band clamp and the shock, to allow for 
movement as the shock compresses.  Check that
the hose does not have any sharp bends and will
not rub on any sharp edges, brake rotor, or belt.

  
 

LOW MOUNT ONLY-NO TOUR-PAK
NO DOCKING HARDWARE KIT

2009-2013 H-D TOURING MODELS

FIGURE B


